
High temperature fluorinated plastic

Mechanical & Abrasion Protection
Crush resistance

Slit or Non Slit

Convoluted Tubing

Low:	 -200 (-328°F)
High:	 260°C (500°F)

Standard:	 Black with yellow stripe (single stripe for the HT240 and double 
stripe for the HT260)

Options:	 Assembly tool for easy installation
		  Compatibility: Branching and fastening Delfingen accessories

High temperature applications
Crush resistance

HT240 & HT260
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Direct:
Fiat, Peugeot-Citroën, 
Renault-Nissan, Volvo Cars 
Corp.

Via Tier-1:
–

Containers
Half-containers
Coils
Cut lengths from 15 to 2,000 mm
(Other lengths upon request only)

APPROVALS PACKAGING
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PHYSICAL PROPERTIES

DIMENSIONS

HT240 (A) HT260 (B)

Physical properties Spec Unit A B

Thermal properties

Continous temperature of 
use - min/max (3000h) - °C (°F) -200/240 (-328/464) -200/260 (-328/500)

Peak temperature (240h) - °C (°F) 265 (509) 285 (545)

Melting point ASTM D3308 °C (°F) 280-290 (536-554) 308 (586.4)

Mechanical properties

Tensile modulus ASTM D1708 MPa 400-600 600-800

Elongation at break ASTM D1708 % >300 >300

Hardness ASTM D2240 Shore 
D 60 60

Other properties

Density ASTM D792 g/cm³ 2.15 2.15

Flammability UL 94 - V-0 V-0

Designation ID A Ø (mm) OD B Ø (mm)
HT240 SOF 04.5 4.5 7.2
HT240 SOF 06 6.65 9.6
HT240 SOF 09 9.4 13.25
HT240 SOF 11 12.3 16.4
HT240 SOF 13 14.05 18.4
HT240 SOF 16 16.35 21.15
HT240 SOF 19 19.25 24
For the HT260, replace HT240 by HT260 in the designation.

sales@delfingen.com • www.delfingen.com


